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ABSTRACT: Flowsensing technology from today’s application perspective has gained 
significant research interest over the past few years. Among the existing sensing 
techniques, electrostatic and capacitive sensing techniques have proven promising 
although cable capacitance and stray capacitance cause inaccuracy while measuring very 
small capacitances. The existing measurement circuit model is complicated and has flawed 
electrode arrangement. By sensing very small capacitive variation, the developed 
capacitive technique has proven capable of reducing the stray and residual capacitance 
effect by using an interface sensing circuit based on circular and semicircular shaped 
electrode and modified capacitive bridge. The proposed interface circuit is simulated via 
PSPICE for realizing the small capacitive variation with permittivity variation. Hardware 
implementation is carried out using a flow sensing set up that senses two kinds of biomass 
flow variation as a change of dielectric permittivity under room conditions. The output 
voltage has been reproduced as a representative of the flow. Moreover, a comprehensive 
investigation into experimental data shows an agreeable level of consistency with the 
simulation results. 

ABSTRAK: Dari perspektif pemakaian semasateknologi penderiaan aliran menimbulkan 
faedah penyelidikan yang ketara sejak beberapa tahun kebelakangan ini.Antara teknik 
penderiaan semasa teknik penderiaan elektrostatik dan kapasitif terbukti berkesan 
walaupun kemuatan kabel dan kemuatan sesat menyebabkan ketidaktepatan serta 
mengukur kapasitans yang sangat kecil.Model litar pengukuran sedia ada adalah rumit dan 
mempunyai susunan elektrod yang cacat.Dengan mengesan perubahan kapasitif sangat 
kecil, teknik kapasitif yang dibina ini telah terbukti mampu mengurangkan kesan 
kemuatan sesat dan sisa melalui penggunaan litar antara muka penderiaan berdasarkan 
elektrod yang berbentuk bulat dan separuh bulat dan kapasitif sambunganyang 
diubahsuai.Litar antara muka yang dicadangkan adalah simulasi menggunakan 
PSPICEyang mampu mendapatkankan perubahan kapasitif kecil dengan perubahan 
ketelusan.Pembinaan perkakasan menggunakan kaedah penderiaan aliran yang mengesan 
perubahan aliran dua jenis biomass sebagai perubahan ketelusan dielektrik dalam keadaan 
bilik.Voltan keluaran telah dihasilkan semula untuk menunjukkan aliran. Siasatan 
menyeluruh pada data eksperimen menunjukkan tahap yang konsisten dengan hasil 
simulasi. 
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